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Product Technical Data Sheet

Mechanically woven Double Twisted Hexagonal shape wire mesh Gabion Box Zinc#Pwe 2703 .T0mm Mesh Wire,
100X 120mm Mesh Opening

Regu irements
5r.No Descr Comipllance
ipian Mesh | Selvedge | Lacing
Wire Diameter
Zime Coated Wire Diameter (mm] 270 3140 220 : £ 16014: 3018 table &
falerance level im diameter (mmj -10.0F il L - 10,08
B Tensile Strength & Elongation [
lensle Strength Reguiremeant Nmm.2 I50-550 N mm.d 15 16014: 2018 clawse &1
Elongation Requiremanit {#| Minimum 10% 15 16014: 2018 ¢lause 6.1
C  |Zinc Coating Requirement (gm,/m32) | Min 260 Min 270 | Min 240 | 16014:2018 table &
D Advance Polymer / PV C Coating Thickness (mm)
Reguiremeant of Coating in mm .50 050 0.50 5 16014: 2018 tabla 1
Wlin.reqguirement of coating in mm 040 040 040
E Adhesion Test | No Flakes After Testing |5 16014:2018 clause 7.1.2
F Mesh Opening (Test as per I516014)
Wesh Size, I 100
L 15 16014:2018 table
falerance {+ D) T - 1)
G Minimum Strength Requirement of Mesh Panel
il |®ensleStrength Farallal to Twist 1200 kK 'm | |
1550k
fiil__|Temsile Strength Ferpandicular to Twist N",m £ 16014:3018 € lause &3
fiill_|Sehvedge Strength 1020 kN/m and 112 and table 7
fivl | Punch Strength 1780 kH/m
vl |Panel to Connection Strength {Lacing wire) Fasteners| 1020 kNSm
H Tolerance in Gabion Box Sizes
Lengt b and width {+ 5% T -5%)
Haight = (0.3 matar {+ 5%) T -5%) 15 16014: 2018 table 1
Height = 0.3 meter {+ 1) TO - 107%)
[ Typical Gabion Sizes
mber of AXIX 1 {3nas), 3X1X] {2nas)h, 2XK1X] {Inas)h,
Length X Width X Height {In metar] / Nu 15X1X1 {0 nash , 4% IX0L5 (3nash . 3X1X0.5 _—
Centre Diaphragms Cnash, 2X1X0.5 { Inas), 4X1X03 {3nas), 5 16014: 2015 table 1
IMIXO  2nas b, ZKIXNOS | Inash
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